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NET FREE VENTILATION AREA FIGURES BASED ON INDEPENDENT EVALUATION REPORTS. 
CLASS A IN WILOLAND URBAN INTERFACE WUI AREAS. 
FLAME, FIREBRAND (EMBER), RAIN &: SNOW RESISTANT REQUIRED FOR (WUI) AREAS. 
COLORS MAY VARY BETWEEN LOTS, SUBJECT TO INCREASED LEAD TIMES BASED ON AVAILABILITY. 
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MATERIAL: CLAY TILE 

PRODUCT: LOW PROFILE (FLAT) 

PRIMARY VENT (SUB FLASHING) 
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(COVER) 

CLAY TILE 
LOW PROFILE (FLAT) 

LOCALLY-APPROVED 

BOTTOM 

MESH 

PEEL & STICK/ BIB-OVER 
& MASTIC, MEMBRANE & 
MASTIC, OR THREE 
COURSE & MASTIC 

LOCALLY-APPROVED SEALANT** 
(AROUND 19"x7" VENT OPENING) 

O'HAGIN VENTS ARE MANUFACTURED USING: 
GALVANIZED STEEL 26 GAUGE G90 
ALUMINUM .032 
COPPER 16 OZ 
PRE-PAINTED GALVANIZED STEEL FINISHES**** 
(BLACK, BROWN, CHARCOAL, GRAY, TERRA COTTA & WHITE) 

SECONDARY VENT 
(COVER) 




