
4’ METAL RIDGE 15.00 sq. in. per LF
1/4” Wire Mesh	             60.00 sq. in.
1/8” Wire Mesh	             54.00 sq. in.

1/4” Stainless Steel Wire Mesh

1/8” Galvanized Steel Wire Mesh

1/8” Stainless Steel Wire Mesh

NONCOMBUSTIBLE, CORROSION-RESISTANT WIRE MESH UPGRADE OPTIONS

Figures based on independent evaluation reports.

NET FREE VENTILATION AREA

O’HAGIN IS PROUD TO WORK WITH THESE AND MANY  
OTHER QUALITY MANUFACTURERS

SELECT ROOFING MATERIAL MANUFACTURER

COMPOSITION SHINGLE
PITCH PERFECT   METAL RIDGE

VENT DATA SHEET

                                  FINISH UPGRADE OPTIONS
Prepainted Galvanized Steel/Aluminum Finishes

.032” Aluminum with 1/4” stainless 
steel, noncombustible, corrosion- 
resistant wire mesh.

16 oz. Copper, with 1/4” stainless 
steel, noncombustible, corrosion- 
resistant wire mesh.

METAL OPTIONS
26 Gauge G90 Galvanized Steel  
with 1/4” galvanized, noncombustible, 
corrosion-resistant wire mesh.

20 Year Warranty

50 Year Warranty

50 Year Warranty

1/8” noncombustible, corrosion-resistant 
wire mesh AND patented stainless steel 
fine/flexible wire filament.
Patented stainless steel fine/flexible wire 
filament.

                    CLIMATE-RESISTANT UPGRADE OPTIONS

*Brands and Trademarks may vary by region.

CONTACT: 
sales@ohagin.com

FREE VENT  
CALCULATOR

“HOW MANY ATTIC 
VENTS DO I NEED?”

FR
EE

FREE

VENT

CALCULATOR

QUESTIONS?

210 Classic Court, Suite 100  
Rohnert Park, CA 94928
Toll Free 877-324-0444
www.ohagin.com

APPROVALS AND RECOGNITIONS

DO I LIVE 
IN A HIGH FIRE 

ZONE?

O’Hagin is a recognized leader in attic ventilation testing and design.

Integrated external diverter.
TESTED to 140 mph wind-driven rain 
(category 4 hurricane).
PASSED: Wind-driven rain tested for  
75 feet—five plus stories.

BUILD YOUR CRS RIDGE VENT
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Colors may vary between lots. Subject to out of state freight. Call for quote.
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